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Technische Doten/ Akku/
technical data battery
Chenie/ Lithium [on
chemistry
Zellenzahl/ 1 Zelle/ cell; 1SIP
no. of cells
Lellentypl/ INR18630 LGC ML
cell type |
Kopazitat/ nom. 3500mAh discharge ot 02C
capacity min. 3350nAh discharge at 02C
ta:20°C; EV(Discharge End Voltage): 25V per cell
[nnenyiderstand/ ¢ 140m0hm (bottery and safetyboard)
impedance
Nominalspannung/ 3635V
nominal EOLtogeg @
Stondard Ladespannung/ 4DV insulotion materiol at end of the wires \¥/~
stondard charge voltage
Standard Entladespaonnung/ 2oV per cell
stondard discharge voltage red yire AWG 22
Nominaler Ladestron/ 05C black yire AWG 22 g
nominal charge current o
Maximaler Ladestron/ 2500mA (limited by scfetyboard) H o o 0
moxinum charge current
Ladeendstron/ 00IC recommended
charge end current g
Maximaler Entladestron/ 2500mA (limited by safetyboard) =
maxinum discharge current
Anwendungstemperaturbereich/
ambient temperature range 0°C..+45°C charge sof etyboard
-20°C..+60°C discharge Butterypack covered yith | layer of blue shrinktube
-20°C.+30°C storage mox. | year
-20°C.+45°C storage mox. 3months —
Selbstentladung/ < 97/ month ot?0°C T
self discharge <A/ nonth ot30C
< 20% / month  ot40°C
—
N O
Standards/ UN 3480, Subsection 38.3 & O
All cells and batterypacks type tested according o
to UN monual of test and criterio subsection 383
Technische Daten/ . Sicherheitsschaltung/
technical data safety board (0180-3201)
19511
Ubertodegchutzsgammumg/ ) o 4.325VE0025V
) over charge voltage detection
H g Wiedereinschaltspannung/ 4075V0.1V
if over charge release voltage
R Entladeabscholtspannung/ o 25VE05Y
I over discharge detection voltage
i Wiedereinschaltspannung/ 23Vl
4 over discharge release voltage
3% Nominaler Lade/Entladestrom/: . 25h
H noninal operating current —
i Entlade Abschaltstrom/ : DAtIA Part Number SAP Description
i dscharge cut off current 2347-3008-20 Li=lon—23.63V-3500mAh—1S1P-PTC/LG
EE Kurzschlussschutz/ © gegen ouBeren Kurzschluss/ 7 7 lonT oLV man— -P1c/
short circuit protection against external short circuit 9347—3008-220 Li—lon—3 63V—3500mAn—151P—PTC /UK
Temperarurschalter/ o PTC : SMDIBICR400SF; 6V/4A at 25°C; 341A at 40°C
temperature syitch
MOSFET o Masse
in Gnd
Ruckstellkriterium/ © Lost trennen, Aktiv nach Anladen/ Allowable deviation | Surface: | Material:
release condition cut load, release after charging up gnm 02768 Scale (DIN A2): Projection |
.m . 6@
Leiterplattenmaterial/ FR4 1:1 method
pcb material V6 | GB-23-2022 standards added | 27.102023 | DS Date Name Product name:
' V6| tol I ted | 19082022 | DS | Drawn by | 13.09. . —
ettogepint/ 5029 Vs | sandards pied ot | 05 1o g | Li-lon-3.63V-3500mAh-1S1P-PTCILG
V4 | change request: DE-20-5013 | 13.02.2020 | MSt
Standards CE, UKCA, KC, IECE2133 V3 | part number overview added| 15042019 | DS Part number Project:
V2_| cable length changed 6012018 | DS 2347-3008-X20 1S-01263
Al change request DE-17-0071 | 14.11.2017 | DS © L Sheet
V0 | created this DIS 31102016 | X A@ 2,‘:‘;:;3?,;" range  XXXIXX o
Version| Change Date |Name 1n

1 2 3 3 5 6 7 8 9 10 K 12 I 13 I 1 I 15 I 16 I 7 I 18




